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iVMS-4200 Quick Start Guide

1. Overview

This Guide provides basic instructions on how to install and operate the software, such as the
operation of live view, record images and play back the recorded video. For detailed
instructions on using the software, please refer to the iVMS-4200 User Manual.

2. Installing the Software

Download the iVMS-4200 software on the website.
Follow the wizard to install the software.
Steps:
b
1. Double click the program file =2 to enter the following InstallShield Wizard as
shown below:

Welcome to the iVMS-4200(1.02)

© Introduction

You will be guided through the steps necessary to
install this software.

Go Back Continue

Figure 2.1 Welcome to InstallShield Wizard
2. Click “Continue” to start to install the InstallShield Wizard. Select the destination
directory for installation, and then click “Continue” to continue the installation.



iVMS-4200 Quick Start Guide

4.

™
\

[

Choose the installation type of the software. You can change the location of the software

U

@ Install iVMS-4200(1.02)

Select a Destination

© Introduction

Select the disk where you want to install the
iVMS-4200(1.02)

software.

© Destination Seleg

® Installaxionéyp

® Installation 4
- o

® Summafy v;"'

i

Macintosh HD
412.22 GB available
499.25 GB total

“...\\...‘.m\ \
2 .

i

4

Installing this software requires 63.3 MB of space.

[ GoBack | [ Continue |

Figure 2.2 Select Destination

by clicking “Change Install Location”.

After the installing

installation.

Hw‘.w pa a 5

@ Install iVMS-4200(1.02)

Standard Install on “Macintosh HD"

© Introduction
© Destination Sel
£

e lnslallatio[,w
® Installation 4
2 o

® Summaty v

‘uu\m.‘\m\‘mr

This will take 63.3 MB of space on your computer.

Click Install to perform a standard installation of
this software on the disk "Macintosh HD".

| Change Install Location...

| GoBack | |

Install

Figure 2.3 Installation Type

progress is completed successfully, click “Close” to finish the
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@ Install iVMS-4200(1.02)

The installation was completed successfully.

© Installation I

© Summaty The installation was successful.

© Introduction
© Destination Sel

© Installation Type
J

The software was installed.

Go Back ~ Close |

Figure 2.4 Finish the Installation

3 User Registration

For the first time to use the iVMS-4200 software, you need to register a super user for login.

Register Administrator

Please create a super user before proceeding

Super User: [|

Password:

Confirm: [

[ Enable Auto-lagin

Register Cancel

Figure 3. 1 Register Administrator

Enter the super user name, password and confirm the password in the dialog box and click
Register. Then, you can log in as the super user.

Note: Enter, Space, and TAB keys are invalid for the user name and password. The password
cannot be empty, and it should not be less than six characters and can’t be copied and pasted.
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4. Quick Start

User Login

When you open the iVMS-4200 software after registration, the login dialog box pops up,
shown in the following figure:

User Mame: b

Password: [

[ Enable Auto-login

Login Cancel

Figure 4.1 Log in

Input the user name and password, and then click Login.

[ Enable Auin-dogin

Check the checkbox to enable auto-login, and then the user name and

password are not needed for the login next time.
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Control Panel and Main Menu Bar Introduction

The main control panel of the iVMS-4200 is shown in the following figure:

Local
Log Search

@
Remote
Playback

Import
Camera

Event
Search

Storage Stream
Server Media Server

-

Device
Management

2
-::

System
Configuration

Account
Management

2
o) -

Camera
Settings

Remote Playback: searching and playing back the recorded files from remote monitory point.

Menu Bar:

& L ™ Motion Detection Alarm Stop

Figure 4.2 Control Panel

.

iVMS-4200 File

System View Tool Help

File

Open Captured Picture:

Enter the setting interface to browse the folder in the
host PC for the exported captured picture file (s) and
view the captured pictures.

Open Video File:

Open the video player and browse the folder location of
the exported video file (s), click

to browse the folder in the host PC of the record

files. You can also capture pictures when playing of
the video file.

Open Log File:

Enter the Log File interface to browse the folder in the
host PC for the exported log file(s).

System

Lock:

Lock the screen operation. You must log in after
locking the system.

Switch User:

Switch login user.

System Configuration:

Enter the System Configuration interface.
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Import Configuration | Import client configuration file from your PC.

File:
Export Configuration | Export client configuration file to your PC.
File:
1024*768: Display window at size of 1024*768.
1280*1024: Display window at size of 1280*1024.
Control Panel: Enter Control Panel.
Main View: Enter Main View interface.
View E-map: Enter E-map interface.
Event Search: Enter Event Search interface.
Remote Playback: Enter Playback interface.
Import Camera Enter Import Camera interface.
Camera Settings Enter Camera Setting interface.

Account Management | Enter User Account Management interface.

Device Management | Enter Device Management interface.

Tools Storage Server Enter Storage Server Management interface.
Management
Stream Media Server | Enter Stream Media Server Management interface.
Management
Device Arming Control | Quick setting for arming the device for alarms.
Help Open Wizard Wizard for Importing Device

Click to open the User Manual; you can also open the

User Manual (F1
(FL) User Manual by pressing F1 on your keyboard.

There are 12 icons on the control panel, and their functions are described in the following
table:

Main View Viewing live video and playback record files
and other operation (e.g., picture capture,
recording, PTZ control, etc.).

E-map Managing and displaying E-Map and hot areas
and spots; realize E-Map operation (e.g.,
operate map zoom in/out, view hot spot,
display alarm, etc.)

Operating Event Search Searching and playback of the event record
Options files; realize playback operation.

Remote Playback Playback the recorded video and audio
composite stream or only video files in the
remote client.

Import Camera Adding, modifying or removing the camera
groups; import/export of cameras.

Local Log Search Searching, viewing and backup of local logs
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(alarm, operation, system logs).

Management
Options

Account Management

Adding, modifying or removing the user
account parameters; assign operating
permission to each user.

Device Management

Adding, modifying or removing the DVR
device; configuring parameters (e.g., network,
alarm input/output, HDD, etc.) for the added
DVR.

Storage Server
Management

Adding, modifying or removing the storage

server; configuring parameters (e.g., record

schedule, network, HDD, etc.) for the added
storage server.

Stream Media Server

Adding, modifying or removing the stream
media server; configuring parameters (e.g.,
RTSP port, upper/lower limit, etc.) for the
added stream media server.

Configuration
Options

Camera Settings

Configuring camera parameters (e.g., image
quality, record schedule, motion detection,
etc.).

System Configuration

Configuring the general parameters (e.g.,
saving path of files, alarm sound, Email, etc.).
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Wizard for Importing Device

Purpose:

The main function of the iVMS-4200 is to manage network devices remotely. Thus the task
on the top hierarchy is to register the device to the management list.

For the first time user and when there is no device added to the software for management, the
wizard message box pops up to ask you whether you want to be guided for the basic operation
of the software.

Welcome to use the camera adding Wizard of the iVMS-4200 software.

This wizard helps you to add the camera in the iVMS-4200 to ensure the other normal
operation.

Enter Wizard Cancel

Figure 4.3 Wizard

You can also use the wizard, click BEEMand &
# iVMS-4200 File System View Tool

Cancal

Click Enter Wizard to exit the wizard.

to start the wizard, or click
Steps:

0 Add

1. According to the hint, click icon to add devices to the management list of the

software.

10
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B Add Device

S Add Device

gl
You can add the device in both the device management panel and the import camera panel.

| ©add || [# Modify || T Delete || # Remote Configuration | | Show Online Devices | Search.

Nickname 1] Serial No.

Next | Cancel

Figure 4.4 Enter Wizard

Create a nickname for the device, enter the IP address and the port number, the user
name, and the password of the device.

Click =~ %% {0 add the device.

If you add the device with a domain name, you can check the Private Domain Mode
checkbox. And create a nickname, enter the domain name and port number, and
enter the admin name and password of the device to add the device.

Add Device X

[v" Private Domain Mode

Nickname: [
Protocol Type: (" IP Server (e HKDDNS
Server Address: [www.hik-online.com

Device Domain Name: [

User Name: [admin

Password:

[ serons

[v Export To Group

§how Online Devices Add Cancel

Figure 4.5 Add Device

You can also click newenines=icss 4 show the device connected to the same Local Area
Network.

11
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Show Online Devices x
Index  Added Device Type P Port Serial No.
001 No D8-9532N-RT 172.6.21.233 8000 DS-8632N-RT1620 MAC Address:
002 No DS-7604N 72821477 8000 DSTEOAN-SO5201° sofiware Version: |
003 Ne HDDomeSeries  172.6.21.157 8000 DS-2DF1-57X0120 .

Device ID:

004 Ne DS-2DF5284-A  172.6.21.207 8OO0 DS-2DF5284-A0121 [
005 No DS-7316HI-ST 172.6.21.114 8000 DS-7316HI-5T162C

IP address:
Subnet Mask:
Port:

Please Input Administrator Password:

Modifyy.

) Tr Restore

Refresh every 155 Add Device Exit

Figure 4.6 Show online Device

Adding the active online devices
Steps:

1) Select the device in the found device list, and the information of the device such
as the MAC address the software version and the serial number is shown in the
left part. The device information part can’t be modified.

2) In the Network information area, you can modify the IP address the Subnet Mask
and the Port number with entering the admin password of the device.

3) You can also recover the default password for the device, with the code provided
by the authorized engineers.

4. Adding Camera Group

Export to Group

When adding a device, you can check the checkbox to export the device you

added to a certain camera group. By default, the name of the group is the same with the name
of the device you just added.

User Name:

Password:

[v Export To Group

Ac_ld C_ancel

Figure 4.7 Add Device

12
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If you want to add the camera to the group and the group name is by default the device name.

You uncheck the £ee&e®  checkbox and click Next page on the Wizard, to enter the adding
group interface.

Click Sa®  to add a new user. Click Modify to change the settings for the new user.

Add Device —> Add Group

a Add Group
The operation of this software is based on camera management and operation.

© Add 2. Modify, ] Delete

Search Q

‘F;, 172.6.21.200
9 1726.21.37

Next Cancel

Previous

Figure 4.8 Show online Device

5. Click the = ©%% on Group dialog box. Edit the name of group and then click

Yes  tosave your settings. The added group will be displayed in the list.

Add Group

Name: [

XS lsaCancel e

Figure 4.9 Add Group

6. Import Channels to Group
In the left area on the Camera Import interface, click to select the channels and then click

Import button to import the selected channels to the Group on the right.

13
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Add Device —> Add Group —> [E] import

2-7e g Import

" 2= please select channel(s) and import into group.

Select Device Group

Al vi © Add Device 3 & @ Add [2 Modify = T Delete
Search Q
@ 172.6.21.200 Z 0 @ & - -
= N [ 172.6.21.200 N
2 @ 172.6.21.200_Camera01
£ 172621.37 ~
@ 172:6.21.37_Camera01
© 17262137 2 Q)@ =) &\~ & 172:6.21.37_Camera02

Import
@ 172.6.21.37_Camera03

Import All @ 172.6.21.37_Camera04
| @& 1726.21.37_Camera05

@ 172.6.21.37_Camera06
& 172.6.21.37_Camera07
& 172.6.21.37_Camera08

I

Previous Next Cancel

Figure 4.10 Select Camera to Group

You can drag and select multiple channels to import them to the group you added.

Notes:
e The devices to be added must be online currently.
e One channel can be added to different groups.

e Up to 256 groups can be added, and 64 channels can be added to each group, with a
maximum of 1024 channels for all the groups totally.

e After importing the selected channels to the group, you can return to the control panel
and then enter the Main View interface to get a live view of the added channels.

Starting Live View

Before you start:

A camera group is required to be defined before live view. And the group name is shown in the list
on the left bar.
Entering the Live View Interface:

-
Click the main view icon " @& in the control panel, or click View -> Main View on the toolbar to
enter the live view interface.

The main view interface is shown in the following figure:

14
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B 172621200 ~
‘@ 172621200 Camera01
B AlFile(s)

(&) Picture

B 17262137 ~

Camera Status:

@& 172.6.21.37_Camera01 A‘ P N
@& 172.6.21.37_Camera02 H‘N‘-‘»\
& 1726.21.37_Camera03 . "“;“:‘\
& 172.6.21.37_Camera04 \ "\‘*‘
& 17262137 Camera05 A Y
@ 172.6.21.37_Camera06 -
@ 172.6.21.37_Camera07
& 172.6.21.37_Camera08
B AlFile(s)
(&) Picture
3 A ¥ A
EEN RN
AR R
AR A
Y Ay
24
Figure 4.11 Main View
Icon Description

@ | Camerais online and works properly.

@ | Camerais offline.

@ | Camerais in live view.

@ | Camerais in recording status.

Main View Toolbar:

Figure 4.12 Main View Toolbar

Button Name Description
Layout Select different layout modes.
A5
Stop All Stop the display of all the cameras.

Manual Record

Start manual record for the selected channel, click
again to stop.

Previous and Click to view previous and next camera.(Available

Next only when auto-switch)

Auto Switch Start auto-switching the screen by cameras or by
groups.

\olume Adjust the volume for live audio.

15
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Live Audio Enable/disable live audio.

e

Click , the following box pops up, you can choose the screen layout by clicking the

certain icon.

Figure 4.13 Screen Division

Local Playback

Based on the different storage modes, there are two playback modes: Local playback and
remote playback.

Playback of Local Stored Files

Play back the video files created in local recording mode which is restored in your PC.

Steps:

1. Go to Main View panel and click the All File(s) icon to enter the Local Record Files
interface. Select a camera and specify the start time and the stop time, and then click
Search button to search the video clips. The matched video found will be listed in the
display panel below.

16
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Camera: Al Cameras
& stz - _ _

Start Time: 2012023000000 == End Time: 20120214 235950 Saarch
& 17262159_Camera01
& 17262189 Cameran2 Local recarding

& 17262183 Camerait)

& 17262163 Camerats B E
& 17262158 Camerans

& 17262158 _Cameraos ’ .

& 17262188 Cameran?

& 17282189 Camerata
& 17282159 _Camera0d
& 17262159 Camerald
& 17262159 Camerati
& 17262163 Camerat2
& 17262158 cameratd
& 17262159 Camerats
& 17262159 Camerats
& 17282189 _Camerats
& 17282180_IF Camerad
& 17262159 IP Cameral2
& 17262183 ChanneiZero
B o)

& Piowre

5 tean ~
& 17262173 Camerant
& 17262173 Cameran2
& 17262173 _Camera03
& 17262173 Camerads
& 17262173 Camera0s
& 17262173 Camarats
& 17262173 Cameran?
& 17262173 Camerang

Figure 4.14 All File

2. Double click the record file to play it back.

choose the playback
video resolution
DZ-14-2012 Tue

Pause Capture

Digital Zoom

Sto
ReRF: 28 Play a frame

Figure 4.15 Playback Quick Window

You can click E button to save as the selected record file. You can click n to delete

the clip from the panel, or click the El button to send the selected video clip by Email

(The size of video clip must be less than 5M).
Note: To send the record file to an Email address, you must configure Email settings. For
detailed instruction, see The User Manual of iVMS-4200 Client Software.

17
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Instant Playback

1. Go to Main View panel, left-click a channel to enable the menu shown as follows, and
click button to start instant playback.

@i Capture
© Start Recording

4 PTZ Control

@ Digital Zoom

= Camera Status
¢: Camera Settings
+ Synchronization
& Audio On

& Stop Live View
@ Playback

Figure 4.16 Left-click Menu

2. Ininstant playback interface, please click “ button to start playback the first video
files of current day; click | | and I:l buttons to fast forward or slow forward. Click

“ to pause. And you can also left-click on the playback panel to show the menu with

multiple playback function.

3. You may also use the timeline at the bottom of the Main View panel to adjust the
playback progress. And the tag you just added is shown as a flag icon on the progress bar.

5. Exit System

Click File on the top menu and select Exit, or click H on the top right corner of the main

interface, and then a confirmation dialog box pops up. Click OK to exit iVMS-4200 client
software

18
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